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MaxBag® Installation and  
Removal Instructions
MaxBag is a self-inflating bag designed to create a seal between 
the underground cable conduit and the cable(s). It acts as a 
barrier against the infiltration of silt, dirt/mud, debris, and 
rodents while also facilitating cable organization. MaxBag 
configurations support 2-, 3- and 4-inch conduit applications.  

1.	 Safety Rules: The use and installation of the MaxBag does 
not require taking any special safety measures other than 
the ones implied in the process of installation and removal. 

2.	 Tools: No specific tools or equipment needed for its 
installation.

3.	 Packaging Contents: The MaxBag solution consists of the 
bag with an internally housed capsule of compressed gas. 
Upon pulling the cord, the gas is released automatically 
inflating the product.

Installation Instructions 
Step 1: Clean the duct and the cable jacket.

Step 2: Remove the protective paper of the inner sealing  
tape that will be in contact with the cables while unrolling  
the product.

Step 3: Lubricate abundantly the part of the cable jacket which 
is in contact with the MaxBag and the interior and exterior 
mastic sealing on bag.
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Step 4: Wrap the MaxBag around the cable, according to the 
way it was packaged, making sure the mastic seal makes contact 
where the bag overlaps itself.Make certain the side with the pull 
cord is facing out from the duct. At this point, the MaxCell fabric 
duct may be pushed into the duct behind the bag or pulled 
through the bag and left exposed. Remember to tie the pull 
tape through each cell and leave exposed slack for future use.

Step 5: Move the MaxBag into the duct making sure the body of 
the MaxBag maintains its cylindrical shape and the outer side of 
the bag is completely within the duct opening. Adjust the sealing 
bag to the inner shape of the tube. In the case of two or more 
cables occupying the conduit, wrap the bag around all cables. 
Do not allow the bag to create a separation between the cables.

Step 6: Take the cord in hand. Before pulling it, verify the 
position and then pull the cord towards the outside of the 
tube and perpendicular to the cable*. Pulling it triggers the 
gas capsule automatically inflating the bag and completing 
installation of the product.

Installation is now complete.
*Do not pull the cord in the direction of the cable, nor towards the center of the duct, as the interior gas capsule cannot be 
activated this way. Improper handling of the cord can cause it to weaken or even come loose. Should the cord detach, you 
can activate the device manually by applying pressure to the leftover glue where the cord was located. This can be done by 
hand or by applying pressure with the cable itself.

Removal Instructions 
Step 1: Simply deflate the bag by piercing it with a screwdriver 
or other rigid edged tool. Make sure you do not damage  
the cable.

Step 2: Separate the cable, the bag and the tube.

Step 3: Remove the bag using the pullcord or pliers.

MaxBag is now completely removed.
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