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Wolf Termination Bag

The Wolf Termination Bag provides an airtight seal in
innerduct diameters ranging from 2" to 5". The patented
inflatable ADE/V sealing elements are made of laminated

foil developed for aircraft application. The sealing element is
placed in the duct around cables and inflated to the required
air pressure via a durable metal Schrader valve, completely
sealing the innerduct. The sealing element may be easily
removed by releasing the air pressure via the Schrader valve.
This allows incremental cable deployments and reduces your
total installation cost.

When you use MaxCell with a reusable Wolf Termination Bag,
you will save time and money every time you deploy cable.

Features and Benefits

* Speedy installation and removal (even in confined spaces)

+ Simple design with only two components

+ Ready for immediate use and can be inflated with readily
available inflation tools

+ Can be used four times

+ No damage to ducts and cables

* Extremely low leakage rate of 2.7 mbarl/year

+ Service life of 20 years against gas diffusion

+ Rated for up to 16 feet of water column
(or 7 psi of pressure)

* Chemicals from pH2 to pH12

+ Standard color: light blue

Part Number Innerduct Diameter Minimal Duct Sealing Diameter | Optimal Duct Sealing Diameter
MXCRTBVL50 2" 1.3" o"

MXCRTBVL80 3" 2.2" o"
MXCRTBVL100 4" 2.9" o"
MXCRTBVL125 5" 3.5" 0.7"
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