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OKT INSTALLATION AND SAFETY INSTRUCTIONS
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Wipe the inside of the duct and cable cover with a damp cloth to remove dirt. Remove the wrapping paper from the OKT.
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Unstick the inside paper of the mastic. Apply lubricant on both sides of the mastic and cable cover.
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Roll the OKT overlapping the two sides of the putty and level it on the walls of the duct. Pull the ribbon in the opposite direction to the
cable
RECOMMENDATION

- DO NOT REMOVE THE OUTSIDE CELLOPHANE.
- TO SEAL MORE THAN ONE CABLE, USE THE KONEKT ADHESIVE CROSS.

- FOR AN EASY ACTIVATION, LET THE OKT OUT OF THE CONDUIT APPROXIMATELY 0,5 CM.
- IT IS ALSO POSSIBLE TO OPERATE THE OKT BY PRESSING WITH THE FINGER AT THE POINT OF INSERTION OF THE RIBBON

KEEP HANDS OUT OF THE DUCT AT THE TIME OF OKT ACTIVATION.

DO NOT HANDLE THE OKT WITH CABLES IN TENSION, WITHOUT THE SUITABLE INSULATION.

UNINSTALLATION

Puncture the OKT with a sharp tool, separate it from the cables and turn it with a plier.
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